











MACHINE DIMENSIONS,
TABLE DIMENSIONDS & WORKING CAPACITY

SETTING A NEW MACHINING STANDARD WITH
EXCEPTIONAL PERFORMANCE

Machine Specifications

MODEL VB-610A VB-715A VB-825A VB-900A VB-1000A

(*) Gear Specifications

TRAVEL

X-axis Travel 1,100 mm 1,400 mm (OPT:1,500mm) | 1,650 mm (OPT:1,700mm) 1,900 mm 2,200 mm
Y-axis Travel 610 mm (4 way) | 715 mm (4 way) (*825 mm) 825 mm (4 way) 900 mm (4 way) | 1,000 mm (6 way)
Z-axis Travel 610 mm 700 mm 800 mm

Spindle Nose to Table Surface 150-760 mm 145-845 mm 235-1,035 mm

Spindle Center to Column Surface 660 mm 750 mm (*850 mm) ‘ 850 mm 950 mm ‘ 1,050 mm

TABLE

Table Dimensions 1,300 x 600 mm 1,650 x 700 mm (*1,650 x 800 mm) 1,900 x 800 mm 2,100 x 860 mm | 2,400 x 960 mm
T-slot 18 x5x 100 22 x5x%x125(*22 x6 x 125) 22x6x125 22x6x125mm | 22x6x 160 mm
Maximum Load 1,000 kg 1,500 kg 1,800 kg 2,200 kg 2,700 kg
SPINDLE

Spindle Speed 4,000 rpm (6000 omy | 8,000 rpm | . 323 M, 8,000 rpm 4,000 rpm (*6,000 rpm)

Spindle Taper

7 / 24 Taper No.50

7124 Taper No.50 |7/ 24 Taper No.40(OPT)

7124 Taper No.50 | 7/24 Taper No40(0PT)

7 / 24 Taper No.50

Spindle Motor

6/11 kW

7.5/15 kW (*15/18.5 kw ; 18.5/22 kw)

11/18.5 kW (*15/18.5 kw ; 18.5/22 kw)

Rapid Traverse (X/ Y/ Z Axes)

15/15/12 m/min

12/12/

10 m/min

Cutting Feedrate
ATC

1-5,000 mm/min

Tool Changing Time | Arm Type Approx. 3.5 sec. | Approx. 3.5 sec.| Approx. 1.9 sec.| Approx. 3.5 sec.| Approx. 1.9 sec. Approx. 3.5 sec.
(Tool to Tool) | Carrousel Type|  Approx. 9 sec. Approx. 9 sec. | Approx. 7 sec. | Approx. 9 sec.| Approx. 7 sec. -

Tool Changer Arm Type / (Carrousel Type) Arm Type
No. of Tools 24 /(16) 24 /(20) 24 /(22) 24 /(20) 24/ (22) 32/ (OPT: 40)
Pull Stud P-50T (45°) P-50T (45°) | P-40T (45°) | P-50T (45°) | P-40T (45°) P-50T (45°)
Maximum Tool Weight 15kg/(15kg) | 15kg/(15kg)| 7 kg/ (6 kg) | 15kg/(15kg) 7 kg/ (6 kg) 15 kg
Maximum Tool Length 300 mm 300 mm 250 mm 300 mm 250 mm 300 mm
Maximum Tool Diameter 2100 mm 2100 mm 280 mm 2100 mm 280 mm 2127 mm
Max. Tool Diam. (No Adjacent Tool) 2200 mm @200 mm 3150 mm @200 mm 3150 mm 2200 mm

OTHER
Floor Space

2,950 x 2,200 mm

4,250 x 3,025 mm

4,500 x 3,175 mm

4,900 x 3,590 mm

5,200 x 3,640 mm

Machine Weight 7,000 kg 12,000 kg 1,3000 kg 19,000 kg 22,000 kg
Maximum Machine Height 2,950 mm 3,300 mm 3,500 mm
Power Capacity 25 KVA 30 KVA 35 KVA

Air Source 6-8 bar

* Specifications are subject to change without prior notice. * Standard power source 220V / 60Hz / 3HP.

Standard Accessories

* High torque wide-range spindle

motor (for Fanuc controller only)

* Chip auger at the rear side of table

(Option for VB610A)

* Operation and maintenance manual
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* Pretensioned 3-axes ball screws
* Heat exchanger for electrical cabinet
* Leveling blots and blocks

* Spindle oil cooler

(M.P.G.)

* Rigid tapping

* Spindle air blast

* Work lamp

* Automatic lubrication system

* Fully enclosed splash guard

* Pneumatic system

* Auto power off

* Portable manual pulse generator

* Spindle belt-drive transmission

Optional Accessories

* Belt-drive spindle 6000 rpm (No.50)

* Belt-drive spindle 10000 rpm /12000 rpm (No.40)

* Chip conveyor

* Coolant through spindle

* 4th or 5th axis preparation or rotary table package

* Automatic tool length measurement and

breakage detection

* Air conditioner for electrical cabinet

* High pressure coolant pump

* Workpiece measurement system

* Linear scale
* Transformer

* ZF 2-stage gearbox
* Gear-drive spindle 6000 rpm (No. 50)
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